
Easy-STAT  25
Stand Alone or Communicating Controllers

DESCRIPTION

A highly stable, multiple loop unitary controller which 
operates stand alone or as a fully functional component 
of a distributed control system.  All models allow download 
of new Easy-STAT algorithms.

APPLICATIONS

Å   Multiple Zone Heating/Cooling

Å   Fan Coil Controller

Å   Humidiý cation Control

Å   Heat Pump

Å   Rooftop

Å   AHU and economizer

Å   VAV Control

FEATURES

Hardware:

Å   ñIndustrial gradeò controllers.

Å   Optional big, easy-to-read 4 digit LCD with thumbwheel 

knob for quick changes to all control parameters. 

Å   Optional I/O.

Å   Separate relay board providing terminal connections 

and 6 relays.

Å   Keypad and RS232 terminal (or PDA) access to all 

functionality.

Å   BACnet MSTP.

Å   Walker I/O Bus.

Å   Real time displays (columnar graphics) for setup.

Å   Switching power supply for high noise immunity.

Å   Plug and Play when tied to Walker I/O Bus products.

Å   Internal time schedules with 48 hour clock backup on 

power failure.

Å   Ability for complete control and monitoring by a 

supervising SAC over an I/O Bus network.

Å   Internal sensor.

Software:

Å   Complex control strategies with two or three separate 

PI controllers in each Easy-STAT.

Å   Celsius or Fahrenheit operation.

Å   Password protected access to all tuning parameters via 

keypad, knob and display, or serial port.

Å   Any application can be downloaded to a single hardware 

device.

Å   Adjustable minimum and maximum values for all 

points.

Å   Adjustable deadbands and predictive responses.

Å   Coný gurable password protected access to all tuning 

parameters via serial port.

Å   Setup of default parameters via serial port.

Å   Several strategy options for each application.




